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Wearing this mask helps to reduce the chance of transmitting airborne diseases
| Class 1 Non-Sterile

Instructions
- Place both straps over the ears
- Mould mask over nose
- Pull mask down to cover chin

Discard mask after use or if it comes 
wet we or soiled – do not reuse

Clean hands immediately after 
handling used mask

Certified International Standard
EN149:2001+AC:2009

Tested to ≥95% bacterial filtration efficiency

One size fits all | Masks can be moulded to fit 
to the bridge of the nose 

Contents
Adult FFP2 | AKF2002 N95 single use/ 
disposable masks 

Test Test Standard Standard Test Date Value Rating

Filter Efficiency
(Salt Medium)
(GB 2626-2006 6.3)(%) 

EN 149:2001+A1:2009 
GB 2626-2006 

≥95.0 Mar.23,2020 99 PASS 

Respiratory Resistance (GB 2626-
2006 6.5 & 6.6)(pa) 
1. Inspiratory Resistance 
2. Expiratory Resistance 

EN 149:2001+A1:2009
GB 2626-2006 

1. ≤ 350 
2. ≤ 250 

Mar. 23,2020 1. 123.7
2. 115

PASS 

Headband
(GB 2626-2006 6.11) 

EN 149:2001+A1:2009
GB 2626-2006 

10N, hold on10s Mar. 23,2020 Breakage or slippage were 
not observed 

PASS 

Appearance
(GB 2626-2006 6.1 & 6.2) 

EN 149:2001+A1:2009
GB 2626-2006 

Meet the requirements of 
GB 2626-2006 standard 

Mar. 23,,2020 The appearance quality of 
2 masks conforms to the 
standard 

PASS 

Visual Field Below Mask
(EN 149:2001+A1:2009 7.14) 

EN 149:2001+A1:2009 Meet the requirements of 
EN 149:2001+A1:2009 
standard 

Mar. 23,2020 No adverse effects were 
reported 

PASS 

Colour White

Outer the 1st Layer Component Non-woven fabric 50g

The 2nd layer component Hot-air cotton 45g

The 3rd layer Filtrate Component Melt-blown fabric 25g

The 4th layer Filtrate Component Melt-brown fabric 25g

Inner the 5th Layer Component Non-woven fabric 25g

Elastic Yes

Mask Length 15.2cm

Mask Width 10.5cm

Aluminum Length 9cm

Relaxed Ear Loop 18.5cm

Ear Loop Elastic Width 0.5cm

LEAD TIMES FFP2 Non Woven Face Mask

Production Capacity 100 000pcs per day

MOQ 50 000pcs

Production Time 3-5 days from 01st Payment

Shipping Lead Time Approx. 10 days

PACKAGING 1 Piece Packaging 10 Piece Packaging 

Inner Packaging 1pc package: 50pcs per 
box

10pc package: 50pcs 
per box

Outer Packing 
|Shipper

1000pcs per shipment 
box

1000pcs per shipment 
box

Shipper Size / 
Weight

77x59x28cm / 10KG 77x59x28cm / 10.5KG
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STORAGE AND DISPOSAL

Store in dry, clean conditions in original 

packaging, away from direct sunlight, sources 

of high temperature, and solvent vapors. 

Expected shelf life is three years, from the 

date of manufacture when stored as stated.

Replace the mask if damaged, heavily 

contaminated or in accordance with local 

work practice or regulations.

Handle and dispose of contaminated face 

masks with care and in accordance with 

applicable regulations.
LIMITED USE

INSTRUCTIONS FOR USE

1. If the packaging is open do not use.
2. This is a disposable single use mask to be disposed 

after use.
3. When fitted correctly, will provide ≥95% inhalation of 

airborne aerosols, viruses, particulates, and 
contaminants.

4. Store in a cool place, out of direct UV light.
5. It is not recommended to wear when air is not 

circulating, breathing patterns are irregular or whilst 
sleeping.

6. Low lung capacity is not recommended or for children 
under 3 years of age. 

7. If product material  causes allergic reaction 
discontinue use.

HOW TO USE

1. Open the mask place the nose clip at the top and pull the 
ear straps with both your hands.

2. Position the mask over the nose and mouth.
3. Pull the ear straps behind your ears and adjust the 

position as comfortably as possible.
4. Use both your hands to adjust the shape of the nose clip. 

Place your fingers in the middle of the nose clip and 
press it inwards while moving your fingertips along both 
sides of the nose clip until it is pressed to fit the bridge 
of your nose.
(Making the nose clip get a seal with only one hand may 
affect the tightness of the mask).

5. Cover the mask with your hand and exhale vigorously. If 
you
feel the air escaping from the nose clip, it is required to 
tighten the nose clip; If the air escapes from the edge of 
the mask, readjust the headband to ensure tightness.
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HEAD STRAP

Right side Inside sponge Left side

EAR LOOP

Right side Inside sponge Left side
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Standard Benefits

CE International 
Standard 

EN 149:2001+A1:2009

The tests introduced partly aim to give the user additional confidence in the effectiveness of the 
respirators, ensuring continued protection of the respiratory tract even in particularly demanding 
environments. In addition, for respirators classified according to the new rules as "reusable", to be able 
to repeat cleaning, storage and reuse between shifts.

ARTG Certification
340871

The Australian Register of Therapeutic Goods (ARTG) is the central point of control for the legal supply 
of therapeutic goods in Australia. Sponsors take responsibility for the supply of a medical device in or 
from Australia. 

BFE Independent 
Australian Testing to 

Standard AS/NZS 
1716 Respiratory 

Protective Devices

Australian NATA Independent Laboratory Testing for additional verification on filtration levels by 
adhering to this standard. It specifies requirements for respiratory protective devices (respirators) 
intended to provide, according to type, varying degrees of protection against atmospheres containing 
substances which may be harmful if breathed; also, with certain types, to provide protection against 
atmospheres which may be deficient in oxygen. 

FDA/ CDC listed 
(Centres for Disease 

Control and 
Prevention)

Development of respirator standards are in concert with various partners from the USA government 
and industry. 

CNAS-ISO/IEC 17025

The Testing Centre is accredited for compliance with ISO/IEC 17025.
The results of tests, calibrations and/or measurements included in this document are traceable to 
Chinese/national standards.
CNAS is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the 
equivalence of testing, calibration and inspection reports.

TEST STANDARDS

AUSCICE guarantees to meet the standards listed below and 
independently tests the certifications of the product through NATA 
laboratories within Australia.
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